
FG 100

Electromagnetical compatibility (NF EN 61326-1 guideline)

Neutral gas

200 g

30 cm

ppm 0-10 000 ppm 
(GPL : 0-1800)

±20% of full scale at 20 °C 
at 65 %RH ± 5 %RH

1 ppm

% VOL 0-1 % VOL 0.001 % VOL

% LEL 0-20 % LEL 0.01 % LEL
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*All accuracies indicated in this document were stated in laboratory conditions and can be guaranteed for measurements carried out in the same conditions, or 
carried out with required compensation.

특징

간편한 사용법

대형 백라이트 디스플레이

가스 누출 탐지 : ppm, %VOL,  % LEL

사양

디스플레이

하우징

키패드

적합성

전원

환경

사용 온도

보관 온도

자동 꺼짐 

무게

지원 언어

프로브 길이 

4라인, LCD, 사이즈 50×34.9mm

ABS, IP54

1알카라인 배터리 9V 6LR61

0 ~ 50℃

-20 ~ +80℃

0 ~ 120분 중 설정

영어, 프랑스어

메탈 코팅 5키

측정

단위 측정 범위 정밀도 분해능

기능

메탄(CH4), 

LPG(이소프로판올 & 이소부탄), 

그외 가연성 기체(하이드로카본) 

감지 

측정 기체 농도 디스플레이

ppm, %VOL, %LEL

반도체 센서 내장형 

신축성 있는 프로브

가연성 가스 측정기

기술자료



악세사리

400 mm170 mm

• • • The sensitive element which enables the 
measurement of methane can be 
compared to a resistor. The value of this 
resistor changes according to the 
methane concentration.
To get better the measurement quality, 
the sensitive element must be 
permanently kept at a fixed temperature.
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%LEL : is the limiting concentrations of 
gas (in 'air) that is needed for the gas to 
ignite and explode.

%VOL : is the limiting concentrations of 
gas (in 'air) that is needed for the gas to 
ignite and explode expressed in 
percentage of volume in air.
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제품 구성

FG 100 본체 

휴대용 케이스

Adjusting certificate & 메뉴얼

본체보호케이스

자석 거치 기능 내장  

사이즈 (mm)

상단 측면전면

측정 원리

전기 화학 센서

용어 사전
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