
아래 기능을 사용할수 있습니다.

● 
● 
●

●

●

KISTOCK KT 20
Temperature datalogger 

Ø 17.35 x 5.89 mm
...........................................3.3g

STAINLESS STEEL
......................................IP 67

specific USB interface
Air and neutral gases

.......................................0.5°C 
2,048 or 8,192 points 

.................................2 setpoint alarms
from 1s to 255min (KT-20-G)
from 1s to 273h (KT-20-L and KT-20-T)
from –40 to +85°C(KT-20-G andKT-20-L)
from 0 to +125°C (KT-20-T)
from –40 to +85°C
5 years*

When used at a temperature higher than 50°C, the battery life of datalogger is reduced.
(*) on the basis of 1 measurement each minute at 20°C (KT-20-G)

on the basis of 1 measurement each 10 minutes at 20°C (KT-20-L/T)

-40 to +85°C (KT-20-G and KT-20-L)
........................................................0 to +125°C (KT-20-T)

..........................................KT-20-G : ±1°C (-30°C≤T≤+70°C)
±1.3°C (T<-30°C and T>+70°C)

KT-20-L : ±0.5°C for +10°C<T<+65°C 
KT-20-T : ±0.5°C for +20°C<T<+75°C 

All accuracies indicated in this document were stated in laboratory conditions and can be 
guaranteed for measurements carried out in the same conditions, or carried out with 
calibration compensation.

● 
● 
● 

Recorder functions

●  KILOG CFR software
KILOG CFR software is the key tool for users 
who require traceability, in accordance with 21 
CFR-Part11 standards. Security and integrity of 
data are guaranteed: it is not possible to modify 
or tamper with the data.

● Configuration and data processing software
● 

● Complete set: KILOG CFR software + 2 USB interfaces                    
   Ref. KIC12 CFR-N

● Software....................................................................Ref. KILOG-N
● Interface.....................................................................Ref. I-KIC1
● Complete set: KILOG software + 2 USB interfaces. . .Ref. KIC12 

FT
an

g 
– 

KT
20

 –
 2

7/
01

/1
1 

– 
RC

S 
(2

4)
 P

ér
igu

eu
x 3

49
 28

2 0
95

 N
on

-co
ntr

ac
tua

l d
oc

um
en

t –
 W

e r
es

er
ve

 th
e r

igh
t to

 m
od

ify
 th

e c
ha

ra
cte

ris
tic

s o
f o

ur
 pr

od
uc

ts 
wi

tho
ut 

pr
ior

 no
tic

e.

KILOG Softwares 

Calibration

17,35 m
m

5,89 mm

KIMO

Part number Storage capacity Measuring range
KT-20-G 2,048 -40 to +85°C
KT-20-L 8,192 -40 to +85°C
KT-20-T 8,192 0 to +125°C

● 
Data download on the PC

데이터 다운로드(초당 1,400개)
최대 8192 포인트 저장
2 setpoint alarms
소형 사이즈
IP 67

특징

분해능
저장용량 
경고 설정
측정 주기

측정범위

온도

배터리 수명

.................................

.................................

작동온도 .................................

보관온도 .................................
.................................

정밀도

.....................................

사양
분해능
무게
재질
보호등급
PC 연결
측정환경

......................................

...........................................

......................................

......................................
사이즈

PC연결
PC 연결 케이블

옆에 그림과 같이 구성후 
PC에 연결합니다.

컨넥터 연결시 KT20 
전면부가 보이지 않습니다.

모델

KT20 은 실시간 측정은 지원되지 않으며,

즉시 측정
지연 측정(정해진 날짜와 시간 설정)
according alarm(KT-20-L / KT-20-T 지원)

저장 용량이 가득 차면 기록이 정지 되며,
프로그램을 통하여 "순환식" 저장을 설정할수 있습니다.

KISTOCK 데이터로거는
calibration certificate을 포함 할수 있음(옵션)

KILOG 를 통하여 간단한 방법으로 
데이이터 저장과 관리가 가능합니다.
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